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Measure Improve Service

ROTAWASH COLORFASTNESS TESTER

RYC-D-09-12-M228

Colorfastness to washing is easy and affordable with the
Rotawash. Available in an 8 or 12 washpot model, this instrument 
can handle either the 550 ml or 1200 ml washpots. Washpots just 
press into place. The instrument is all stainless steel to provide years 
of reliable service in a wet environment. The touchscreen controller is 
preloaded with the most popular tests and provides information on
when the test will be completed. 

•	 Two sizes available – 8 or 12 washpot capacity

•	 All stainless steel

•	 Handles 550 ml and 1200 ml washpots

•	 Touch screen controller with standard tests

•	 preloaded

•	 Able to program and save custom tests

•	 Count down timer tells operator when test will be

•	 finished

•	 Selectable languages English, Chinese, Spanish,  
	 and Turkish

•	 Door safety switch stops rotor if opened

•	 Rotor jog button eases loading and unloading

 
Physical specifications
Dimensions
760 mm x 650 mm x 1100 mm
Weight
120 kg

Electric
M228B: 230 VAC, 1 Phase, 2 wires, 50 or 60Hz, 28 A & GND
M228C: 230 VAC, 1 Phase, 2 wires, 50 or 60Hz, 36 A & GND

230 VAC, 50Hz
Heater (F1 & F2): 32 A, 250 V
Power Supply (F3): 2 A, 250 V
Other (F4): 2 A , 250V

Standards
AATCC 28, AATCC 61, ATCC 86, AATCC 132
BS 1006 ISO 105-C01, ISO 105-C02, ISO 105-C03, ISO 
105-C04, ISO 105-C06, ISO 105-C07, ISO 105-C08, ISO 
105-C09, ISO 105- D01, ISO 105-E03, ISO 105-E12
M&S C4A, M&S C5, M&S P3B, M&S C10A, M&S C11, M&S
C26, M&S C37, M&S C49A, M&S P137
NEXT 2, NEXT 2A, NEXT 3, NEXT 3A, NEXT 5
IWSTM 7, IWSTM 115, IWSTM 177, IWSTM 193, IWSTM 
199, IWSTM 240, IWSTM 241

Washpots or accessories not includ-
ed:
• M228B - Capacity 8 washpots x 550ml or 8 x 1200ml
• M228C - Capacity 12 washpots x 550ml or 12x 1200ml
• M228P1 - 550ml Washpot with lid and seal
• M228P2 - 1200ml Washpot with lid and seal

230 VAC, 60Hz
Heater (F1- F4): 32 A, 250 V
Power Supply (F6 & F8): 2A, 250 V
Other (F7): 2 A , 250V


